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RFID 

Reader Impinj R2000 chipset 
Antenna Linear Yagi 
Frequency UHF 900MHz, Supported Region: 

Korea (KC), USA (FCC), EU (CE) 
Protocol ISO-18000-6C/EPCGlobal Class1 Generation 2 
Anti-Collision 100 ~ 200EA/Sec 
Output MAX. +30 dBm (1 Watt), Can be controlled by 1dBm 
Store the Tag ID 29,000 EA (192Bit) 
USB USB 2.0, Virtual com port  

 
Communication Bluetooth Bluetooth class2 V2.0+EDR, SPP profile / BLE 4.0 

Display 1.3˝ White OLED LCD  
 

 
Human Interface 

Status LED RFID work, BT work, status of charging 
Button Power, RFID, Menu 
Buzzer / Vubration Max.(78dB), Nirmal(70dB), Min.(62dB), Mute, Vibration 
Dimensions and materials 
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Etc. 

Weight Max 240g (Include battery) 
Operating temperature -20 ~ 80˚C 
Charger Input : AC 100 ~ 240V, 50 ~ 60Hz, 0.35A 

Output  : Micro USB DC 5V, 2.0A / 3 hours are needed for full charging. 
Scan barcode For reader with barcode scanning module, reader can perform barcode 

identification by using the scan barcode command. 
There are two ways to enter barcode mode: 
(1) In normal mode, press the  button, Once the RFID power symbol on 

the top left of the LCD screen switchs to text “B1D”, reader is 
then enter barcode mode. 

(2) In any operation mode, once a scan barcode command is received from 
host, reader will instantly lauch barcode identification operation once. 

 

 

Specifications 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
105 mm 41 mm 

 
 

 
ABS 

 

 

105 x 255 x 41 mm 
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